
4  | DMX INDOOR SPLITTER

Copyright © 2024 Ace Illuminations Page 1 www.aceilluminations.com | tel: 702-960-4249

Ace Illuminations reserves the right to modify this specifcation without prior notice. REV  12/24

PHYSICAL

ORDERING INFORMATION

PRODUCT PROTOCOL CONTROLLER CHANNELS

ACE - DMX - SPLITTER - 4

ACE DMX = DMX SPLITTER =  SPLITTER 4 =  4 CHANNELS

FEATURES

• 4 INPUT/OUTPUT DMX CHANNELS • CHANNEL ISOLATION

• SIGNAL REPEATER • RDM COMPATIBLE 

PROJECT:

DISTRIBUTOR:

CONTRACTOR:

TYPE

COMMENTS

DIMENSIONS 72mm (2.84”) WIDTH * 92mm (3.62”) HEIGHT

MATERIALS POLYCARBONATE 

OPERATING TEMPERATURE -40°F (-40°C) TO 140°F (60°C)

OUTPUT SIGNAL DMX512/RDM

IP RATING IP10

INPUT VOLTAGE 12-48VDC

*POWER SUPPLY FOR SPLITTER INCLUDED*
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PERFORMANCE

WARRANTY 5 YEARS


