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INSTALL | MLF

INSTALLATION INSTRUCTIONS

1. All installations must adhere to relevant electrical code requirements at the local and national levels

2. A licensed professional should preform installation to meet safety standards and electrical code requirements

3. Use only Class 2 DC constant voltage LED driver to comply with UL safety standards

4. Do not install the product underwater. 

5. A dedicated driver connection is required for each maximum run. 

6. The Moonlight facade can’t be dismantled separately. 

7. Do not cut off the cable wire of connector for customization.

FOR STATIC WHITE & RGBW

� BLK(L)

� WHI (N)

� GRN 

(PE) 

� RED (LED+)

� BLUE(LED-)

� VLT(DIM+)

� PNK(DIM-)

INPUT

OUTPUT

INPUT VOLTAGE

120VAC-347VAC

0-10V DIMMER

� BLK(L)

� WHI (N)

� GRN (PE)

� RED (LED+)
� BLUE(LED-)
� VLT(DIM+)
� PNK(DIM-)

INPUT OUTPUT

INPUT VOLTAGE

110V-347V

LED DRIVER

ACE-PWR-96W

GND DC + D +D -
GND

DMX CONTROLLER

DMX 512 DECODER

POWER SUPPLY

24V DC

MAX CONTINOUS RUN 

Every 25FT needs to be run back to the driver.
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MOUNTING

- Each moonlight facade has two mounting clips, each held by a socket head screw, loosen the socket head 
screw to remove the clips to install onto surface.

- Screw the clips onto the surface and attach the product onto the clips.

- Then add the sock head screws back on and tighten to secure moonlight facade in place.  


