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3S | DMX CONTROLLER
Job name:

Distributor:

Contractor:

Type:

TECHNICAL DATA

Dimensions 4.72” Length * 2.96” Width * 1.16” Height

Operating temperature 32°F to 104°F

IP Rating of driver IP20

Weight 0.33LB

Humidity 8%-80%

Scene memory 3 memory buttons: S1, S2, S3 

Zones 1

DMX channels 4

Standard Finish Black or white

Input voltage 12-24V, separate power supply required

Color control RGBW color wheel & preset scene buttons 

Product type wall mounted RGBW DMX512 + RF

Dimming overall brightness adjustment through touch controls 

Output protocol DMX512 

Connections DC input: V+ and V−; DMX output: D+, D− and GND

Application for use Residential and commercial 

Warranty 5 years
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3S | DMX CONTROLLER
DIMENSIONS

WIRING DIAGRAM

PART BUILDER

Select 
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Select 
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ACE-DMX-CTRL = ACE DMX CONTROLLER - 3S = 3 SCENE

FINALIZED PART NUMBER 

ACE - DMX - CTRL - 3S

2.60”

2.96�

4.72�

1.16�

1.71”

RED (LED+)
BLUE (LED-)

VLT (DIM+)
PNK (DIM-)

INPUT OUTPUT

INPUT VOLTAGE

110V-347V

ACE-PWR-96W

V- V + D +D - GND

DMX CONTROLLER

DMX 512 DECODER

POWER SUPPLY

24V DC

BLK (L)
WHI (N)
GRN (PE)


