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PROFILE 602

DIMENSIONS 
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TECHNICAL DATA

Dimensions of 602 Profile 2.34” Width * 1.00” Height* 48” Length 

Dimension of 602 internal width for tape 0.31”

Profile 602 consists of Profile, anti rubber slip, lens, & pair of end caps

Lens loss factor White = 40%, Black = 78%

Mounting Surface/ Stair

Compatible tape IP20 ACE-M

Compatible tape IP67 N/A

Finish Silver & Custom RAL colors

Warranty 5 years

Beam angle 40”

Job name:

Distributor:

Contractor:

Specifier:

Type:
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PROFILE 602

PART BUILDER FOR CHANNEL

Select 
Product

Select 
Mounting

Select 
Lens

Select 
Finish

Select 
Length

PRO-602 - SF = 
SURFACE

- WH= WHITE - SV = SILVER - 4FT

BK = BLACK CR = CUSTOM RAL CODE

PART NUMBER 

PRO-602 - SF - WH - XX - 4FT

ACCESSORIES (sold separately)

AA-PRO-602-CH ACE ACCESSORIES 602 4FT ALUMINUM PROFILE

AA-PRO-602-EC ACE ACCESSORIES 602 PAIR OF END CAPS

AA-PRO-602-WH-LENS ACE ACCESSORIES 602 4FT WHITE LENS


